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Product Specifications

GMH95 Wiring Diagram with Honeywell Valve
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Product Specifications

GCH95/GCH9115 Wiring Diagram with Honeywell Valve

R

YL YELLOW
OR ORANGE
PU PURPLE
GN GREEN
BK BLACK

BR BROWN
WH WHITE
BL BLUE
GY GRAY
RD RED

COLOR CODES:

LOW VOLTAGE (24V)

LOW VOLTAGE FIELD

HI VOLTAGE (115V)

HI VOLTAGE FIELD

NOTES:
1. SET HEAT ANTICIPATOR ON ROOM THERMOSTAT AT 0.7 AMPS.
2. MANUFACTURER'S SPECIFIED REPLACEMENT PARTS MUST BE USED WHEN SERVICING.

0140F00647 REV. B

OR (MED LOW)
BL (MED)

RD (LOW)

GAS VALVE

C

PM

C G W

INTERNAL TO
INTEGRATED CONTROL

JUNCTION

EQUIPMENT GND

FIELD GND

DIAGNOSTIC
LED

2 CIRCUIT
CONNECTOR

HOT
SURFACE
IGNITER

OVERCURRENT
PROT. DEVICE

IGNITER

TH (3)

INTEGRATED
CONTROL MODULE

JUNCTION BOX

LINE-H

XFMR-H

IN
TE

G
R

A
TE

D
 C

O
N

TR
O

L M
O

D
U

LE

IN
TE

G
R

A
TE

D
 C

O
N

TR
O

L M
O

D
U

LE

GND

DISCONNECT

L N

DISCONNECT POWER
BEFORE SERVICING.
WIRING TO UNIT
MUST BE
PROPERLY
POLARIZED
AND GROUNDED.

OVERCURRENT PROTECTION DEVICE

OR

GY

RD

BL

BK

4. IF HEATING AND COOLING BLOWER SPEEDS ARE NOT THE SAME, DISCARD JUMPER BEFORE CONNECTING BLOWER LEADS. UNUSED
BLOWER LEADS MUST BE PLACED ON "PARK" TERMINALS OF INTEGRATED CONTROL OR TAPED.

3. IF ANY OF THE ORIGINAL WIRE AS SUPPLIED WITH THE FURNACE MUST BE REPLACED, IT MUST BE REPLACED WITH WIRING MATERIAL
HAVING A TEMPERATURE RATING OF AT LEAST 105

TERMINAL
SWITCH (PRESS.)

5. UNIT MUST BE PERMANENTLY GROUNDED AND CONFORM TO N.E.C. AND LOCAL CODES.

PK PINK

115 VAC HOT AND PARK TERMINALS

LINE-H

FLAME
SENSOR

FRONT COVER
PRESSURE SWITCH

( SINGLE CONTROL ON 45K BTU )

N
OC G Y

BK

PLUG CONNECTION

FIELD SPLICE

SWITCH (TEMP.)

O R

24V THERMOSTAT
CONNECTIONS

G RG N D

1 1 5 V A C

2 4 V A C

BLOWER
COMPARTMENT
DOOR SWITCH
(OPEN WHEN
DOOR OPEN)

DOOR
SWITCH

WARNING:DISCONNECT POWER BEFORE
SERVICING.WIRING TO UNIT MUST BE
PROPERLY POLARIZED AND GROUNDED.

BK

G N D

DISCONNECT
L

N

POWER SUPPLY WITH
OVERCURRENT PROTECTION
DEVICE

W H

JUNCTION
BOX

1

NOTES:
 1.  MATERIAL: FLEXMARK PM 200 WHITE TC-245 L-23 SPEC 50K-8
     WHITE POLYESTER FILM COATED WITH A PERMANENT PRESSURE
     SENSITIVE ACRYLIC ADHESIVE AND BACKED WITH SEMI BLEACHED
     KRAFT RELEASE LINER. UL FILE NO. MH10170. MATERIAL MUST
     COMPLY WITH ANSI Z21.47 FOR CLASS IIIA-2 MARKING
     MATERIAL. SERVICE TEMPERATURE RANGE -40° F TO 302° F
     (-40° C TO 150° C)
 2.  COLOR:  BLACK PRINTING ON WHITE BACKGROUND.
 3.  REVISION NUMBER ON DIAGRAM REMAINS UNCHANGED UNTIL
     THE DIAGRAM PROPER IS CHANGED.
 4.  REDUCE DIAGRAM TO DIMENSIONS SHOWN.  FINAL PRINTED PART TO

TO 115 VAC / 1Ø / 60HZ

O R

ID B L O W E R
P R E S S U R E
S W IT C H

HEAT-H

G N D
W H

R D

W H

G N D

B U R N E R C O M P A R T M E N T

B L O W E R C O M P A R T M E N T

N O T E 4
S E E

N
O

COOL-H

B K ( H I )

B R B R

C A P A C IT O R

Y L

W H

Y L

CONTROL
PRIMARY LIMIT
AUTO RESET

B L

P U

MANUAL RESET ROLLOUT LIMIT CONTROL(S)

R D

O R

P K

B K

W H W H

B L O W E R
IN D U C E D D R A F T

C

CIRCULATOR
BLOWER

FS

HI

HEAT-H

LOHEAT-H

IGNITER
HOT SURFACE

IND

IGN

EAC-H AIR CLEANER
ELECTRONIC

BLWR
CIRCULATOR

BLWR
ID

FLAME SENSOR

115 VAC

TRANSFORMER
40 VA

24 VAC

GND

LIMIT CONTROL
AUTO RESET PRIMARY

(SINGLE CONTROL ON 45K BTU)
LIMIT CONTROL(S)
MANUAL RESET ROLLOUT

RO1 (5)

RO2 (11)

HLO (1)

HLI (7)

MVC (9)

GND (8)

TR (6)

O
R

W
H

W
H

B
L

YL
O

R
R

D
G

R
B

R
P K

P
U G

YW H

115 V
A

C
 N

EU
TR

A
L

B
K

B
K

G Y

24V
 TH

E
R

M
O

S
TA

T C
O

N
N

E
C

TIO
N

S

MICRO
TO

C

G

Y

W

R

TRANSFORMER
40 VA

2

W H

O R

B L

YL

O R

O R
G Y

P U

R D

O R

G Y

WH

XFM
R

-H

TE
R

M
IN

A
LS

G Y

O R

G R

B R

123

12 11 10

9 8 7

6 5 4

 9.670
±.100

( 6.000 )

WARNING:

 ( .125 )
(S

EE
 N

O
TE

 4)

°C. USE COPPER CONDUCTORS ONLY.

24 VAC
HUMIDIFIER

24 VAC
HUMIDIFIER

HUMIDIFIER

PSO (4)

PS (10)

0

C

7

6

5

4

3

2

1

OFF = CONTROL FAILURE
STEADY ON = NORMAL OPERATION

1 FLASH =
2 FLASHES = PRESSURE SWITCH STUCK CLOSED

3 FLASHES = PRESSURE SWITCH STUCK OPEN

4 FLASHES = OPEN HIGH LIMIT
5 FLASHES = FLAME SENSE WITHOUT GAS VALVE

OPEN ROLLOUT OR OPEN FUSE
7 FLASHES = LOW FLAME SIGNAL

6 FLASHES =

SYSTEM LOCKOUT (RETRIES EXCEEDED)

CONTINUOUS/RAPID FLASHES = REVERSED 115 VAC POLARITY

C O N T R O L
M O D U LE

IN T E G R A T E D

FUSE

ON OFF

2ND
STAGE
DELAY

MODE

HEAT
OFF
DELAY

FS

1

2

3HI B R

O
R

MVH (12)

     HAVE .125 ±.062 WHITE BORDER BEYOND THE PRINTED BORDER.

FACTORY SETTINGS
SHOWN*

*
*
*

SEE
NOTE 6

COOL-H

TO 115VAC/ 1Ø /60 HZ POWER SUPPLY WITH

G Y

Y

6. TO RECALL THE LAST 5 FAULTS, MOST RECENT TO LEAST RECENT, DEPRESS SWITCH FOR MORE THAN 2 SECONDS WHILE IN
    STANDBY (NO THERMOSTAT INPUTS)

B K

LIN
E

 N
E

U
TR

A
LS

8 8 FLASHES = CHECK IGNITER OR IMPROPER GROUNDING

8
7

6
5

4
2

1
3

8
7

6
5

4
2

1
3

EDBA C

EDBA C

CONFIDENTIAL PRO
PERTY O

F THE GO
O

DM
AN M

ANU
FACTU

RING CO
M

PANY, L.P. NO
T TO

 BE DISCLOSED TO OTHERS, CO
PIED, OR U

SED FOR ANY PU
RPOSE

EXCEPT AS AU
THO

RIZED IN W
RITING.  M

U
ST BE RETU

RNED U
PO

N DEM
AND, O

N CO
M

PLETIO
N O

F O
RDER, O

R O
THER PU

RPOSE FO
R W

HICH IT W
AS LENT.

CO
M

PO
NENTS AND M

ATERIALS SPECIFIED HEREIN W
ILL ALSO

 CO
NFO

RM
 TO

 THE APPLICABLE SECTION O
F GO

O
DM

AN M
SP 824.01 W

O
RKM

ANSHIP
STANDARD FOR FIT, FEEL AND FINISH.

 SPECIAL CHARACTERISTICS:

        =
6SIGM

A                      =
CRITICAL CHARACTERISTIC

                    = SIGNIFICANT CHARACTERISTIC
SC

CC
6s

LABEL, WIRING DIAGRAM
DATE: 10-19-09
ENG:  C CANTRELL

DW
N BY:  RP

DO NOT SCALE DRAW
ING

0140F00647
REV

CHK BY: DTM
SHT 1 O

F 1

TH
E GOODM

AN M
ANUFACTURING COM

PANY, L.P.

TOLERANCES:
ANGLES ± 1.5°

.X : ± .1
.XX : ± .03

.XXX : ± .015
HOLE Ø

 : ± .005
TU

BE CU
T LG: ± .063

DRAW
ING TO

 BE INTERPRETED IN
ACCO

RDANCE W
ITH ASM

E Y14.100

DIM
ENSIONS ARE IN INCHES

U
NLESS OTHERW

ISE NOTED

B

ECN
REV

DESCRIPTIO
N

CHK
DR

DATE
0904181

A
RP

10-19-09
INITIAL RELEASE

ZONE
-

DTM

P U

G Y

(H O N E Y W E LL)

B

0904335
B

RP
12-16-09

DIM
 9.670 W

AS 10.000, 6.000 W
AS 6.190 REARRANGED

COM
PONENTS IN SCHEM

ATIC SIDE, REV "B" W
AS "A"

DELETED SHT 2

A5, D8
C8,B2

NOC

ID BLOWER
PRESSURE
SWITCH

C

PRESSURE SWITCH
FRONT COVER

NO

AUXILIARY LIMIT CONTROLS

HI

C

VALVE
GAS

PM

MVL(2)

B

B

B

W
ir

in
g 

is
 s

ub
je

ct
 to

 c
ha

ng
e.

 A
lw

ay
s 

re
fe

r 
to

 t
he

 w
ir

in
g 

di
ag

ra
m

 o
r 

th
e 

un
it 

fo
r t

he
 m

os
t u

p-
to

-d
at

e 
w

ir
in

g.
⚠

    
Wa
rn
in
g

H
ig

h 
Vo

lt
ag

e:
 D

is
co

nn
ec

t 
al

l 
po

w
er

 b
ef

or
e 

se
rv

ic
in

g 
or

 i
ns

ta
lli

ng
 t

hi
s 

un
it.

 M
ul

tip
le

 p
ow

er
 

so
ur

ce
s m

ay
 b

e 
pr

es
en

t.
 F

ai
lu

re
 to

 d
o 

so
 m

ay
 c

au
se

 p
ro

pe
rt

y 
da

m
ag

e,
 p

er
so

na
l i

nj
ur

y,
 o

r d
ea

th
.
⚡



SS-GMH95 	 www.goodmanmfg.com	 11

Product Specifications

GMH95/GCH9 Wiring Diagram with White-Rodgers Valve

R

YL YELLOW
OR ORANGE
PU PURPLE
GN GREEN
BK BLACK

BR BROWN
WH WHITE
BL BLUE
GY GRAY
RD RED

COLOR CODES:

LOW VOLTAGE (24V)

LOW VOLTAGE FIELD

HI VOLTAGE (115V)

HI VOLTAGE FIELD

NOTES:
1. SET HEAT ANTICIPATOR ON ROOM THERMOSTAT AT 0.7 AMPS.
2. MANUFACTURER'S SPECIFIED REPLACEMENT PARTS MUST BE USED WHEN SERVICING.

0140F00592 REV. B

OR (MED LOW)
BL (MED)

RD (LOW)

GAS VALVE

C

PM

C G W

INTERNAL TO
INTEGRATED CONTROL

JUNCTION

EQUIPMENT GND

FIELD GND

DIAGNOSTIC
LED

2 CIRCUIT
CONNECTOR

HOT
SURFACE
IGNITER

OVERCURRENT
PROT. DEVICE

IGNITER

TH (3)

INTEGRATED
CONTROL MODULE

JUNCTION BOX

LINE-H

XFMR-H

IN
TE

G
R

A
TE

D
 C

O
N

TR
O

L M
O

D
U

LE

IN
TE

G
R

A
TE

D
 C

O
N

TR
O

L M
O

D
U

LE

GND

DISCONNECT

L N

DISCONNECT POWER
BEFORE SERVICING.
WIRING TO UNIT
MUST BE
PROPERLY
POLARIZED
AND GROUNDED.

OVERCURRENT PROTECTION DEVICE

BR

GY

RD

BL

BK

4. IF HEATING AND COOLING BLOWER SPEEDS ARE NOT THE SAME, DISCARD JUMPER BEFORE CONNECTING BLOWER LEADS. UNUSED
BLOWER LEADS MUST BE PLACED ON "PARK" TERMINALS OF INTEGRATED CONTROL OR TAPED.

3. IF ANY OF THE ORIGINAL WIRE AS SUPPLIED WITH THE FURNACE MUST BE REPLACED, IT MUST BE REPLACED WITH WIRING MATERIAL
HAVING A TEMPERATURE RATING OF AT LEAST 105

TERMINAL
SWITCH (PRESS.)

5. UNIT MUST BE PERMANENTLY GROUNDED AND CONFORM TO N.E.C. AND LOCAL CODES.

PK PINK

115 VAC HOT AND PARK TERMINALS

LINE-H

FLAME
SENSOR

FRONT COVER
PRESSURE SWITCH

( SINGLE CONTROL ON 45K BTU )

N
OC G Y

BK

PLUG CONNECTION

FIELD SPLICE

SWITCH (TEMP.)

O R

24V THERMOSTAT
CONNECTIONS

G RG N D

1 1 5 V A C

2 4 V A C

BLOWER
COMPARTMENT
DOOR SWITCH
(OPEN WHEN
DOOR OPEN)

DOOR
SWITCH

WARNING:DISCONNECT POWER BEFORE
SERVICING.WIRING TO UNIT MUST BE
PROPERLY POLARIZED AND GROUNDED.

BK

G N D

DISCONNECT
L

N

POWER SUPPLY WITH
OVERCURRENT PROTECTION
DEVICE

W H

JUNCTION
BOX

1

NOTES:
 1.  MATERIAL: FLEXMARK PM 200 WHITE TC-245 L-23 SPEC 50K-8
     WHITE POLYESTER FILM COATED WITH A PERMANENT PRESSURE
     SENSITIVE ACRYLIC ADHESIVE AND BACKED WITH SEMI BLEACHED
     KRAFT RELEASE LINER. UL FILE NO. MH10170. MATERIAL MUST
     COMPLY WITH ANSI Z21.47 FOR CLASS IIIA-2 MARKING
     MATERIAL. SERVICE TEMPERATURE RANGE -40° F TO 302° F
     (-40° C TO 150° C)
 2.  COLOR:  BLACK PRINTING ON WHITE BACKGROUND.
 3.  REVISION NUMBER ON DIAGRAM REMAINS UNCHANGED UNTIL
     THE DIAGRAM PROPER IS CHANGED.
 4.  REDUCE DIAGRAM TO DIMENSIONS SHOWN.  FINAL PRINTED PART TO

TO 115 VAC / 1Ø / 60HZ

O R

ID B L O W E R
P R E S S U R E
S W IT C H

HEAT-H

G N D
W H

R D

W H

G N D

B U R N E R C O M P A R T M E N T

B L O W E R C O M P A R T M E N T

N O T E 4
S E E

N
O

COOL-H

B K ( H I )

B R B R

C A P A C IT O R

Y L

W H

Y L

CONTROL
PRIMARY LIMIT
AUTO RESET

B L

P U

MANUAL RESET ROLLOUT LIMIT CONTROL(S)

R D

O R

P K

B K

W H W H

B L O W E R
IN D U C E D D R A F T

MANUAL RESET
AUXILIARY LIMITS
(1) IN UPFLOW

BLOWER DECK
(2) IN C'FLOW

BLOWER HOUSING

C

CIRCULATOR
BLOWER

FS

LIMIT CONTROLS
MANUAL RESET AUXILIARY

HI

HEAT-H

LOHEAT-H

IGNITER
HOT SURFACE

IND

IGN

EAC-H AIR CLEANER
ELECTRONIC

BLWR
CIRCULATOR

BLWR
ID

FLAME SENSOR

115 VAC

TRANSFORMER
40 VA

24 VAC

GND

CONTROL
LIMIT
PRIMARY
AUTO RESET

(SINGLE CONTROL ON 45K BTU)
LIMIT CONTROL(S)
MANUAL RESET ROLLOUT

RO1 (5)

RO2 (11)

HLO (1)

HLI (7)

MVC (9)

GND (8)

TR (6)

O
R

W
H

W
H

B
L

YL
O

R
R

D
G

R
B

R
P K

P
K

G
Y

W H

115 V
A

C
 N

EU
TR

A
L

B
K

B
K

G Y

24V
 TH

E
R

M
O

S
TA

T C
O

N
N

E
C

TIO
N

S

MICRO
TO

C

G

Y

W

R

TRANSFORMER
40 VA

2

W H

O R

B L

Y L

O R

O R
G Y

P K

R D

O R

G Y

WH

XFM
R

-H

TE
R

M
IN

A
LS

G Y

O R

G R

B R

123

12 11 10

9 8 7

6 5 4

 10.500
±.100

( 6.190 )

WARNING:

 ( .125 )
(S

EE
 N

O
TE

 4)

°C. USE COPPER CONDUCTORS ONLY.

24 VAC
HUMIDIFIER

24 VAC
HUMIDIFIER

HUMIDIFIER

PSO (4)

MVL(2)

PS (10)

CNO

C NO

FRONT COVER
PRESSURE SWITCH

ID BLOWER
PRESSURE
SWITCH

0

C

7

6

5

4

3

2

1

OFF = CONTROL FAILURE
STEADY ON = NORMAL OPERATION

1 FLASH =
2 FLASHES = PRESSURE SWITCH STUCK CLOSED

3 FLASHES = PRESSURE SWITCH STUCK OPEN

4 FLASHES = OPEN HIGH LIMIT
5 FLASHES = FLAME SENSE WITHOUT GAS VALVE

OPEN ROLLOUT OR OPEN FUSE
7 FLASHES = LOW FLAME SIGNAL

6 FLASHES =

SYSTEM LOCKOUT (RETRIES EXCEEDED)

CONTINUOUS/RAPID FLASHES = REVERSED 115 VAC POLARITY

C O N T R O L
M O D U LE

IN T E G R A T E D

FUSE

ON OFF

2ND
STAGE
DELAY

MODE

HEAT
OFF
DELAY

FS

1

2

3HI O R

O
R

PM

GAS
VALVE

C

HI
MVH (12)

     HAVE .125 ±.062 WHITE BORDER BEYOND THE PRINTED BORDER.

FACTORY SETTINGS
SHOWN*

*
*
*

SEE
NOTE 6

COOL-H

TO 115VAC/ 1Ø /60 HZ POWER SUPPLY WITH

P U

Y

6. TO RECALL THE LAST 5 FAULTS, MOST RECENT TO LEAST RECENT, DEPRESS SWITCH FOR MORE THAN 2 SECONDS WHILE IN
    STANDBY (NO THERMOSTAT INPUTS)

B K

LIN
E

 N
E

U
TR

A
LS

8 8 FLASHES = CHECK IGNITER OR IMPROPER GROUNDING

8
7

6
5

4
2

1
3

8
7

6
5

4
2

1
3

EDBA C

EDBA C

CONFIDENTIAL PRO
PERTY O

F THE GO
O

DM
AN M

ANU
FACTU

RING CO
M

PANY, L.P. NO
T TO

 BE DISCLOSED TO OTHERS, CO
PIED, OR U

SED FOR ANY PU
RPOSE

EXCEPT AS AU
THO

RIZED IN W
RITING.  M

U
ST BE RETU

RNED U
PO

N DEM
AND, O

N CO
M

PLETIO
N O

F O
RDER, O

R O
THER PU

RPOSE FO
R W

HICH IT W
AS LENT.

CO
M

PO
NENTS AND M

ATERIALS SPECIFIED HEREIN W
ILL ALSO

 CO
NFO

RM
 TO

 THE APPLICABLE SECTION O
F GO

O
DM

AN M
SP 824.01 W

O
RKM

ANSHIP
STANDARD FOR FIT, FEEL AND FINISH.

 SPECIAL CHARACTERISTICS:

        =
6SIGM

A                      =
CRITICAL CHARACTERISTIC

                    = SIGNIFICANT CHARACTERISTIC
SC

CC
6s

WIRING DIAGRAM
DATE: 03-16-09
ENG:  D. W

ARREN
DW

N BY:  GL
DO NOT SCALE DRAW

ING

0140F00592
REV

CHK BY: SK
SHT 1 O

F 2

TH
E GOODM

AN M
ANUFACTURING COM

PANY, L.P.

TOLERANCES:
ANGLES ± 1.5°

.X : ± .1
.XX : ± .03

.XXX : ± .015
HOLE Ø

 : ± .005
TU

BE CU
T LG: ± .063

DRAW
ING TO

 BE INTERPRETED IN
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E Y14.100

DIM
ENSIONS ARE IN INCHES

U
NLESS OTHERW
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B

ECN
REV

DESCRIPTIO
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DATE
0903438
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GL

03-16-09
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Product Specifications

GCH95 Wiring Diagram with White-Rodgers Valve

R

YL YELLOW
OR ORANGE
PU PURPLE
GN GREEN
BK BLACK

BR BROWN
WH WHITE
BL BLUE
GY GRAY
RD RED

COLOR CODES:

LOW VOLTAGE (24V)

LOW VOLTAGE FIELD

HI VOLTAGE (115V)

HI VOLTAGE FIELD

NOTES:
1. SET HEAT ANTICIPATOR ON ROOM THERMOSTAT AT 0.7 AMPS.
2. MANUFACTURER'S SPECIFIED REPLACEMENT PARTS MUST BE USED WHEN SERVICING.

0140F00674 REV. A

OR (MED LOW)
BL (MED)

RD (LOW)

GAS VALVE

C

PM

C G W

INTERNAL TO
INTEGRATED CONTROL

JUNCTION

EQUIPMENT GND

FIELD GND

DIAGNOSTIC
LED

2 CIRCUIT
CONNECTOR

HOT
SURFACE
IGNITER

OVERCURRENT
PROT. DEVICE

IGNITER

JUNCTION BOX

LINE-H

XFMR-H

IN
TE

G
R

A
TE

D
 C

O
N

TR
O

L M
O

D
U

LE

IN
TE

G
R

A
TE

D
 C

O
N

TR
O

L M
O

D
U

LE

GND

DISCONNECT

L N

DISCONNECT POWER
BEFORE SERVICING.
WIRING TO UNIT
MUST BE
PROPERLY
POLARIZED
AND GROUNDED.
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Product Specifications

Dual$aver Configuration & Operation

Dual$aver™
This furnace is capable of the following heating modes:

•	 Single Stage (Factory Setting)
•	 Modified Two-Stage

»» Fixed 5-Min Low Stage
»» Auto Time (1-12 Min) Low Stage

To change from the factory single-stage operation, adjust  
the dipswitches on the ignition control as follows:

Mode   Off On
5 Min

Fixed

Auto

 Mode Dipswitch

2nd Stage Delay
Dipswitch

Note: This furnace is designed to be used with a single-stage room
            thermostat.

Start Start

Call for Heat Call for Heat

Safety Circuit Check Safety Circuit Check

Start Furnace  
in Low Stage

Start Furnace  
in Low Stage

Low-Heat Blower Low-Heat Blower

Delay Time (5 Min) Delay Time (1-12 Min)

Gas Valve Switch  
to 2nd Stage

Gas Valve Switch  
to 2nd Stage

Blower Switch to  
Hi Heat Operation

Blower Switch to  
Hi Heat Operation

T-Stat Satisfied T-Stat Satisfied
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Product Specifications

Accessories — GMH95

Accessory Description
GMH95 

0453BXA
GMH95 

0703BXA
GMH95 

0704CXA
GMH95 

0904CXA
GMH95 

0905DXA
GMH95 

1155DXA

LPM-05 LP Conversion Kit (Springs & Orifice)¹ √ √ √ √ √ √

LPM-06 LP Conversion Kit (Springs & Orifice)² √ √ √ √ √ √

LPLP01 LP Gas Low-Pressure Kit √ √ √ √ √ √

GSAS Electronic Air Cleaners (-10, -11, -12, -18) √ √ √ √ √ √

GMU Media Air Cleaners (1620, 2020, 1625, 2025) √ √ √ √ √ √

HANG11 High Altitude Natural Gas Kit 1 1 1 1 1 1

HANG12 High Altitude Natural Gas Kit 2 2 2 2 2 2

HALP10 High Altitude LP Gas Kit 3 3 3 3 3 3

HAPS27 High Altitude Pressure Switch Kit 3 3 3 3 3 3

FTK03A Twinning Kit √ √ √ √ √ √

EFR01 External Filter Rack √ √ √ √ √ √

DCVK-20 Horizontal/Vertical Concentric Vent Kit (2”) √ √ --- --- --- ---

DCVK-30 Horizontal/Vertical Concentric Vent Kit (3”) √ √ √ √ √ √

0170K00000S Flush-mount Vent Kit √ √ √ √ √ √

¹	 White-Rodgers valves only
²	 White-Rodgers and Honeywell valves
√	 Indicates accessories available for this model
1	 Indicates 7,001’ to  9,000’ altitude
2	 Indicates 9,001’ to 11,000’ altitude
3	 Indicates 7,001’ to 11,000’ altitude

Notes
•	 All installations above 7,000’ require a pressure switch change. For installation in Canada, furnaces are certified only to 4,500’.
•	 Downflow Floor base: When the GCH9 model is installed directly on a wood floor, a downflow floor base must be used. Those model numbers are: 

CFB17, CFB21 and CFB24.
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Product Specifications

Accessories — GCH95/9

Accessory Description
GCH95 

0453BXA
GCH95 

0703BXA
GCH95 

0704CXA
GCH95 

0904CXA
GCH95 

0905DXA
GCH9 

1155DXA

LPM-05 LP Conversion Kit (Springs & Orifice)¹ √

LPM-06 LP Conversion Kit (Springs & Orifice)² √ √ √ √ √

LPLP01 LP Gas Low-Pressure Kit √

GSAS Electronic Air Cleaners (-10, -11, -12, -18) √ √ √ √ √ √

GMU Media Air Cleaners (1620, 2020, 1625, 2025) √ √ √ √ √ √

HANG11 High Altitude Natural Gas Kit 1 1 1 1 1 1

HANG12 High Altitude Natural Gas Kit 2 2 2 2 2 2

HALP10 High Altitude LP Gas Kit 3 3 3 3 3 3

HAPS27 High Altitude Pressure Switch Kit 3 3 3 3 3 3

EFR01 External Filter Rack √ √ √ √ √ √

DCVK-20 Horizontal/Vertical Concentric Vent Kit (2”) √ √ --- --- --- ---

DCVK-30 Horizontal/Vertical Concentric Vent Kit (3”) √ √ √ √ √ √

0170K00000S Flush-mount Vent Kit √ √ √ √ √ √

¹	 White-Rodgers valves only
²	 White-Rodgers and Honeywell valves
√	 Indicates accessories available for this model
1	 Indicates 7,001’ to  9,000’ altitude
2	 Indicates 9,001’ to 11,000’ altitude
3	 Indicates 7,001’ to 11,000’ altitude

Notes
•	 All installations above 7,000’ require a pressure switch change. For installation in Canada, furnaces are certified only to 4,500’.
•	 Downflow Floor base: When the GCH9 model is installed directly on a wood floor, a downflow floor base must be used. Those model numbers are: 

CFB17, CFB21 and CFB24.



16	 www.goodmanmfg.com	 SS-GMH95
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